REMOTE CONTROL VALVE
w/ SCH. 80 NIPPLES.

PVC BALL VALVE

ID TAG

24 VOLT WIRE: PROVIDE
WATERPROOF WIRE
CONNECTORS AT ALL SPLICES
AND 3 FEET OF EXCESS WIRE,
COILED.

FINISHED GRADE

RECTANGULAR PLASTIC
VALVE BOX W/ PLASTIC LID.
SECURE LID W/ % INCH
DIAMETER STAINLESS
STEEL MACHINE BOLT AS
COORDINATED W/MANUF.
TOP OF LID SHALL BE
STENCILED WHITE: "RCV"

—— SCH. 80 MALE ADAPTER

, 4 {8

- , SCH. 80 PVC
? / / / 45 DEGREE ELBOW
6" MIN.
T552§34 \ SCH. 40 OR CLASS 315
FOR DEPTH \ (REFER TO LSD-14 FOR
% MAINLINE SPEC.)
REFER «—
TO LSD-14 _ .
FOR DEPTH 7|
h 1

e

SCH. 80 SLIP x THREAD
COUPLING

SCH. 80 NIPPLE

UNION

SCH. 80 PVC
45 DEGREE ELBOW

4 INCH MINIMUM
DEPTH OF %, INCH WASHED

SCH. 80 PVC
TEE AT MAINLINE

GRAVEL.

COMMON BRICK
(1 AT EACH CORNER)

NOTE:
1. ALL BOXES SHALL BE CARSON 1324 OR

APPROVED EQUAL.
2. REFERTO CITY STANDARD DETAIL
LSD-14 FOR ALL MATERIALS.

DATE APPROVED BY CITY COUNCIL

CITY OF FREMONT

STANDARD DETAILS

04/11/06
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